(4)#'® ANCHOR BOLTS
WITH 1" OF THREAD.
COUPLINGS, STN. STL.
HEX HEAD CAP SCREWS

14" LG. ASTM A193, GRADE B8,
STN. STL. LOCK WASHERS

1 AND STN. STL. FLAT WASHERS
ALL THREAD SHALL BE
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NUMBER & SIZE OF CONDUITS
REQUIRED AND POSITION OR
DIRECTION CONDUIT SHALL RUN.
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PLAN VIEW

4'@ STN STL. HEX. HEAD
CAP SCREW 2" LONG.
ASTM A-193 GRADE B-8

STN. STL. LOCK:
WASHER

STN. STL. FLAT:
WASHER

COUPLING 3" LONG ———”” |

GALV. BEFORE THREADING
PER ASTM A-153

30

12" LG. HOOK BOLT

. .4
<

WITH 1" OF THREAD
TOP 6" SHALL BE GALV.

PER ASTM A-153.

18

SECTION A-A'

FOUNDATION TYPE "SPF"

CONDUIT TO BE INSTALLED SO THAT COUPLING
IS EMBEDDED PLUMB & FLUSH WITH TOP
OF CONCRETE FOUNDATION.
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SECTION B-B'

CERTIFIED PLANT

ITEM

3/4" GROUND ROD SLEEVE

3"RMC

RMC SERVICE PER PLAN 1

2"RMC

1" RMC DRAIN

3/4" X 12 JBOLT WITH COUPLER 4

1" X 36" JBOLT WITH COUPLER

13/4" X 90" ANCHOR BOLTS

Ol |IN[([ojO(M|O[IN|~

BLANK

4"0 GAL. COUPLING

1.438"

130 0.D. 150 0.D.
u%” 1.123"— U %_é LD. %_é LD.
3/4"(-1ONC 2 250" W M_ 309"
PLAN VIEW Y 0.188"
T | _ n_l 0.125 NUH_I .
3" = X | |
| =
ELEVATION

4"0' STN STL. HEX STN STL. FLAT WASHER STN STL. LOCK WASHER
HEAD - CAP SCEW

\E 12" |
/)15

4"0 ANCHOR BOLT WITH 3"0 THREAD _
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NOTES:
1. CLASS B CONCRETE.
2. REINFORCEMENT BARS PER ASTM A-615 GRADE 60.
3. WELDED WIRE REINFORCEMENT PER ASTM A-185 GRADE 70.
4. WEIGHT =850 LB
5.(1) 5" UTILITY ANCHOR IN MIDDLE OF OPPOSITE WALLS.
9" FROM TOP. (TOTAL OF 2)
6. BOLTS, WASHERS AND GROUND ROD SUPPLIED BY CONTRACTOR

GARDEN STATE PRECAST

1630 WYCKOFF ROAD
WALL, NJ 07719

P. 732-938-4436 F. 732-938-6069




